


Math channels (in standard firmware)

Digital inputs / Relay outputs
Analog outputs

Batch & FDA 21 CFR part 11

PID Process control 

PC software

Input Signals

Custom display

External channels (in plus 1/3 firmware)

W5 or C,

Maximum 24 channels

Maximum 6 channels Maximum 6 channels Maximum 12 channels

15 40 60

24

available in plus 1/3 firmware

available in plus 2/3 firmware

optional DI card supports pulse input up to 100 Hz

CE, UL, cUL, RoHS, WEEE (UL & cUL available only for 90-250VAC on PR10 & PR20)

Maximum 4 cards Maximum 4 cards Maximum 8 cards

with 256 MB RAM

48 96

standard: Historical Viewer+Configuration, optional Data Acquisition Studio for real-time monitoring & logging

Features
* 100 milliseconds data logging
* FDA 21 CFR part11 compliance
* Batch control, log data in batches
* Timer, Counter, Totalizer & Math

channels
* Custom display pages
* PID control with profile function
* Alarms by email
* On field calibration
* Web server
* Clock synchronization via internet
* Handwriting function in historical

data
* Multiple Languages
* Circular chart in PR30
* Direct printer connectivity or PDF

printer
* USB barcode reader connectivity for

data entry
* Dynamic data exchange (DDE) via PC

software

-30 to 70
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PC201: Single Loop PID Process Control Card
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Form C, life cycles 200,000 for resistive load

Self-tuning : Select None and YES

0-500.0˚C (0 - 900.0˚F) / minute or
0-500.0˚C (0 - 900.0˚F) / hour ramp rate

Profiler
Number of Profiles : 50 per recorder
Number of Segments per Profile : 32
Note : Total Segments are limited to 1000 Segments
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Form C, life cycles 200,000 for resistive load

Self-tuning : Select None and YES

0-500.0˚C (0 - 900.0˚F) / minute or
0-500.0˚C (0 - 900.0˚F) / hour ramp rate

Profiler
Number of Profiles : 50 per recorder
Number of Segments per Profile : 32
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0-500.0˚C (0 - 900.0˚F) / hour ramp rate
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PID Process control card can be purchased separatelyPID Process control card can be purchased separatelyPID Process control card can be purchased separatelyPID Process control card can be purchased separately



*Note: DI - digital inputs
           AO - analog retransmission output
           PID Process control card can be purchased separately
           Process control card cannot be chosen together with PR2003, PR2006, PR2012, PR2018 order codes 5, A, B, C, D nor with PR2024 
           (24 analog inputs)

*Note: DI - digital inputs
AO - analog retransmission output

           PID Process control card can be purchased separately
           Process control card cannot be chosen together with PR2003, PR2006, PR2012, PR2018 order codes 5, A, B, C, D nor with PR2024 
           (24 analog inputs)



*Note: PID Process control card can be purchased separately*Note: PID Process control card can be purchased separately

V1.03


